
OCTOBER 1967 NO. 66E TYPE CONNECTING BLOCKS 
(Card No. 3) 

SEE RATINGS 
BELOW 

Connecting blocks containing “2-cli ” quick-connect terminals. 
R 

Each clip terminal permits the connection of 1 or 2 No. 22 thru 24 
gauge polyethylene or polyvinyl c lorlde insulated conductors on selected wire in multiple without removal of conductor insulation, 
by means of a No. 714B tool. 

No. 6631-32: Consists of a molded plastic block containing 32 rows of clip terminals and equipped with a fanning strip on one side 
of the block. 

Initial use : No. 400 switching syst.em. 

No. 6633-25 & 6634-25: Initial use: As a connecting block for raw-ended cable in station installations. 

No. 6633-25: Consists of a molded plastic block containing 50 clip terminals arranged in five rows of 10 terminals each, and a 
KS-16672L3 connector assembled on a light olive gray molded plastic base that is equipped with a snap-on cover. The clip termi- 
nals are wired to the terminals of the connector. 

A cable trough and fanning strip are provided on one side of the block to facilitate wiring arrangements. 
Arranged for wall mounting. 

No. 66E4-26: Consists of a molded plastic block containing 50 clip terminals arranged in five rows of 10 terminals each, and a 
KS-16672L3 connector assembled on a light olive gray molded plastic base which is assembled on a metal mounting bracket. The 
clip terminals are wired to the terminals of the connector. 

A fanning strip is provided on one side of the terminal block. 
Arranged for mounting in under-floor or over-floor duct adapters. 
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