
SEPTEMBER 1966 40,41,42,43 81 44 TYPE STILE CASINOS SEE RATINGS 
BELOW 

Furnished with mounting screws, but orders for 40A and 42A 
must specify the quantity of screws required. 

The 40A and 42A are intended for use on 49 and 92 type jack 
switchboards respectively and are arranged for number plates as 
indicated below. 

The 41 and 43 types are intended for use with the 40A and 
42A, respectively, as bottom sections. 

The 44 type consists of a clear plastic strip and a backing 
strip of black insulating material. Drilled and countersunk for 
#6 oval head screws. 

The 44A is intended for use on the 552 type switchboard. 
The 44AQlA is intended for use on the 551M switchboard. 

Associated Dimensions (Inches) 
Code Number Plates A B Rating 

(4 @HOA 140 and 141 Types - Standard 
(b)41A 3.500 2.250 II 
(c)41B 3.500 2.250 II 
(b)41C 2.000 1.125 II 

(a)(b)42A 142 and 143 Types - II 
(b)43A .406 2.500 11 
(b)43B .875 2.031 II 
(c)43C .406 2.500 !I 
(c)43D .a75 2.031 1, 

44A 13.094 2.156 I, 
44AQlA 13.290 2.312 II 

(a) Length, not exceeding 3 feet, must be specified in the order. 
(b) Black finished metal. 
(c) 41B, 43C and 43D are same as 41A, 43A and 43B, respectively, 

except made of insulating material. 
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