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Electrical Characteristics QGLZA 

Input -42.75 to -54.0 volts dc 
Maximum Current Drain -150 mA (no load) 
Maximum Current Drain -150 mA (full load) 
Frequency 440/480 hertz *0.5X 
Power Rating 45 milliwatts 
Harmonic Distortion -45 db (max) 
Operating Temperature Range 32O to 140'F (0' to 60°C) 
Balanced Output (True RMS) 0.79 volts ac +12X 

Consists of solid state components 
mounted on printed circuit boards and 
assembled on a mounting plate. 

QGL2A: 
Generates a ring tone which combines 

a 440 and 480 hertz signal. 
Initial use: Provides ring tone in 

SAGE-BUIC PBX circuits. 
QGL3A: 

Generates a pre-empt tone which combines 
a 440 and 620 hertz signal. 

Initial use: Provides a pre-empt tone 
in SAGE-BUIC PBX circuits. 

QGL3A 

-42.75 to -54.0 volts dc 
-150 mA (no load) 
-150 mA (full load) 
440/620 hertz 20.5% 
30 milliwatts 
-45 db (max) 
32O to 140°F (O" to 60°C) 
0.58 volts ac +12X 

Code 

QGL2A 
QGL3A 

Rating 

Standard 
,1 


	TOC: 


