
AUGUST 30, 1968 TYPE "ADTH-MP" MULTIPLE SHEATH CABLES A.T.&T.CO. 
STANDARD 

Type "ADTH-MP" consists of "ADTH" cable with mechanical protection which consists of crepe paper, soldered steel covered with flooding 

compound and a polyethylene jacket. 
Approximate conductor resistance is 440 OHMS per loop mile of cable. Maximum not to exceed 472 OHMS per loop mile of cable at 68°F. 

Intended for burying in the ground without the use of conduit. 

Code 

ADTH800MP 
ADTH400MP 
ADTH600MP 
ADTH900MP 
ADTH1200MP 
ADTH1500MP 
ADTH1800MP 

Approximate Overall 
Diameter (Inches) 

1.54 
1.69 
1.96 
2.28 
2.54 
2.79 
2.99 

Approximate Weight 
per Foot (Lbs) 

1.10 
1.85 
1.86 
2.58 
8.27 
8.95 
4.61 

Property of the Weetern Electric Company, Inc. 

Replaces . 
Cable Type 

ADTH300GT 
ADTH400GT 
ADTH600GT 
ADTH900GT 
ADTH1200GT 
ADTH1500GT 
ADTH1800GT 

Printed in U.S.A. 


