
JANUARY 30, 1959 TYPE "BKT A-BT" MULTIPLE SHEATH CABLES A. T. & T. CO. 
STANDARD 

"BKT A-BT" consists of type "BKT A" cable protected against mechanical injury and low-frequency induction by asphalt compound, impreg­
nated paper, metal tape and impregnated jute . Average mutual A.C. capacitance 0.085 UF. per mile of cable. Maximum average not to 
exceed 0.092 UF. per mile of cable at 60°F. 

Primary Use: Outside Plant - buried. 

CATALOG 

Code 

BKTAllBT 
BKTA16BT 
BKTA25BT 
BKTA50BT 
BKTA75BT 
BKTAl00BT 
BKTA150BT 
BKTA200BT 
BKTA300BT 
BKTA400BT 
BKTA600BT 
BKTA900BT 

NO 904 

Approximate Over-all 
Diameter 
(Inches) 

0.67 
0.71 
0.76 
0.91 
1.00 
1.07 
1.26 
1.45 
1.61 
1.76 
2.09 
2.40 

Property of the Western Electric Company , Inc . 

Approximate Weight 
per Foot 

(Lbs.) 

0.38 
0.42 
0.47 
0.76 
0.89 
0.99 
1.27 
1.73 
2.10 
2.46 
3.24 
4.18 

Printed In U.S.A. 


