
JUNE 30, 1980 DHA V-900 MULTIPLE SHEATH CABLE 

Conductors: 22 AWG copper. 
Insulation: Solid polypropylene (highly stabilized). 

A.T.&T.CO. 
STANDARD 

Sheath (Steampeth): Longitudinally applied corrugated aluminum (without overlap) and corrugated steel (with soldered over­
lap) covered with medium density polyethylene jacket. 

DC 
Resistance 
(OHMS) 

Loop Mile 
at 68°F 

173 

Freq. (kHz) 

No. of pairs: 900. 

CAP 
(nF/Mile 
at 60°F 
900 or 

1000 Hz) 

83 

1 

0.34 

48 

1.36 

Maximum length on 420 reel: 1222 feet. 
Outside diameter: 2.87 inches. 
Weight per foot: 4.96 pounds. 

Electrical Characterstics 

Conductance 
(µs/Mile 

at 900 Hz) 

0.2 

Insulation 
Resistance 

Greater Than 
(Megohm Mile) 

1000 

Attenuation at 66°F (Approx. dB/ 1000 Ft.) 

96 136 168 208 

1.62 1.80 1.98 2.14 

Initial use: Underground conduit where high temperatures (up to 230°F) are expected. 

Dielectric Strength (Greater Than) 

Between 
Conductors 
(Volts DC) 

4000 

266 

2.38 

Between 
Conductors and 

Steampeth Sheath 

10,000 Vdc 

772 1660 

4.39 6.30 
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