
MAY 31, 1957 TYPE "GNBH-BT" MULTIPLE SHEATH CABLES A.T.&T.CO. 
STANDARD 

"GNBH-BT" consi sts of type "GNBH" cable protected against soil corrosion, mechanical injury and low frequency induction by as ­phalt compound, impregnated paper, metal tape and impregnated jute. Average mutual A.C. capacitance approximately 0.067 UF. per mile of cable. Maximum average not to exceed 0.073 UF. per mile of cable at 60°F, 
Intended for burying in the ground without the use of conduit. 

CATALOG 

Code 

GNBH6BT 
GNBHllBT 
GNBH16BT 
GNBH26BT 
GNBH51BT 
GNBH76BT 
GNBHlO'lBT 
GNBH152BT 
GNBH202BT 
GNBH303BT 

NO 904 

Approximate Over-all 
Diameter 
(Inche s ) 

0.98 
1.09 
1.19 
1.42 
1.73 
1.96 
2.15 
2.52 
2.81 
3.25 

Property of the Western Electric Company . Inc . 

Approximate Weight 
per Foot 

(Lbs.) 

0.83 
0.97 
1.11 
1.61 
2.28 
2,82 
3.30 
4.30 
5.19 
6.78 

Printed ln U.S .A. 


