
MAY 31, 1957 TYPE "GNBH-GT" MULTIPLE SHEATH CABLES A.T.&T.CO. 
STANDARD 

"GNBH-GT" consists of type "GNBH" cable with rodent protection which consists of impregnated paper, asphalt compound, a single 
10-mil steel tape, and impregnated jute. Average mutual A.C. capacitance approximately 0.067 UF. per mile of cable. Maximum 
average not to exceed 0.073 UF. per mile of cable at 60°F. 

Int ended for burying in the ground without the use of conduit. 

CATALOG 

Code 

GNBH6GT 
GNBH11GT 
GNBH16GT 
GNBH26GT 
GNBH51GT 
GNB'H76GT 
GNBHl0lGT 
GNBH152GT 
GNBH202GT 
GNBH303GT 

NO 904 

Approximate Over- all 
Diameter 
(Inche s) 

0.90 
1.01 
1.11 
1.32 
1.63 
1.85 
2.04 
2.41 
2.70 
3,14 

Property of the Western Electric Company , Inc . 

Approximate Weight 
per Foot 

(Lbs.) 

0.44 
0.55 
,0,64 
0.88 
1.36 
1.79 
2.16 
2.93 
3.66 
4.99 

Printed In U.S.A. 


