
FEBRUARY 28, 1983 TYPE "KDAC" MULTIPLE SHEATH CABLES 

Conductors : No. 22 A WG copper. 
Insulation: Pulp. 

SEE RATINGS 
BELOW 

Screen: KDAC cable is bisected by a transverse screen to segregate pairs providing opposite directions of T-carrier 
transmission. 

Sheath: Stalpeth (aluminum, steel, and polyethylene jacket). 
Conductor DC Resistance: Approximately 173 OHMS per loop mile at 68°F. 
Capacitance: Average ac capacitance is 0.083 ,uF per mile of cable at 900 Hz or 1000 Hz at 60°F. 
Conductance: 2.0 microsiemens/ mile at 900 Hz. 
Insulation Resistance (Minimum): 500 MEGOHMS per mile. 
Dielectric Strength: 350 volts rms between conductors and 1000 volts rms between core-to-sheath. 
Initial use: Provides replacement sections for similar cable on T-carrier spans. Underground Installations. 

Code 

KDAC-300 
KDAC-400 
KDAC-600 
KDAC-900 

Minimum Approx. Overall Approx. 
Number of Diameter Weight 
Good Pairs (Inches) Per Foot (Lbs.) 

300 1.81 1. 77 
400 2.29 2.29 
600 3.29 3.29 
900 4.78 4.78 
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