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Conductors: No. 22 AWG copper. 
Insulation: Pulp. 

TYPE "KDAE" MULTIPLE SHEATH CABLES SEE RATINGS 
BELOW 

Screen: Bisected by a transverse screen to segregate pairs providing opposite directions of T-carrier transmission. 
Sheath: Lead-antimony alloy, thermoplastic flooding compound, and a black polyethylene jacket. 
El!!ctrical Characteristics : 

DC Resistance at 68°F 
Average capacitance at 60°F 

(900 to 1000 Hz) 
Conductance at 900 Hz 
Insulation resistance (Minimum) 
Dielectric strength (Minimum) 

173 OHMS/loop mile 
83 nf/mile 

2 microsiemens/mile 
500 megohm-miles 

Between conductors 350 volts rms 
Core-to-sheath 1000 volts rms 

Initial use: Provides replacement sections for similar cable on T-carrier cable routes. Suitable for underground or buried plant 
where plain lead sheath might become corroded. ---------------------------

Code 

KDAE-300 
KDAE-400 
KDAE-600 
KDAE-900 

0 u ts id e 
Diameter 
(Inches) 

1.83 
2.06 
2.45 
2.92 

Cable Weight 
(Lbs. Per Ft.) 

3.71 
4.61 
6.38 
8.98 

Property of the Western Electric Company, Incorporated 
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