
FEBRUARY 28, 1983 TYPE "KHAG-UM" MULTIPLE SHEATH CABLES SEE RATINGS 
BELOW 

Consist of KHAG cable with unsoldered mechanical protection. Corrugated steel is applied longitudinally with overlapped seam (not soldered), a flooding compound, and a polyethylene jacket. 
Provides protection to sheath from mechanical damage. 
Conductor: No. 22 AWG copper. 
Used in areas where a light supplementary protection is required. 
Initial use: Buried cable for T-carrier transmission. May be used to feed pressure to apparatus cases. 

Code 

KHAG-28-UM 
KHAG-50-UM 
KHAG-54-UM 
KHAG-100-UM 
KHAG-106-UM 
KHAG-150- UM 
KHAG-158-UM 
KHAG-200- UM 
KHAG-210-UM 
KHAG-300-UM 
KHAG-314-UM 
KHAG-400-UM 
KHAG-418-UM 
KHAG-600-UM 
KHAG-616-UM 

Outside Diameter 
(Inches) 

1.09 
1.23 
1.29 
1.50 
1.57 
1.75 
1.82 
1.96 
2.03 
2.26 
2.34 
2.50 
2.59 
2.93 
2.99 

Approx. Weight 
per foot (lbs.) 

0.48 
0.62 
0.67 
0.97 
1.03 
1.33 
1.41 
1.68 
1.77 
2.31 
2.43 
2.92 
3.04 
4.12 
4.37 

Rating 

A.T.&T.Go.Std. 
NSLA 

A.T.&T.Co.Std. 
NSLA 

A.T.&T.Co.Std. 
NSLA 

A.T.&T.Go.Std. 
NSLA 

A.T.&T.Co.Std. 
NSLA 

A.T.&T.Co.Std. 
NSLA 

A.T.&T.Co.Std. 
NSLA 

A.T.&T .Co.Std. 
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