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TYPE "MCMZ" MULTIPLE SHEATH CABLES 

(Card No. 1) 

Each code is a DEPIC (air core) cable bisected by a transverse screen to segregate pairs providing opposite directions of T-carrier transmission with the following characteristics: 
Conductors: No. 24 AWG copper. 

Insulation: Dual expanded high density polyethylene (an inner layer of white foam polyethylene and an outer skin of colored solid polyethylene). 
Sheath: Bonded-stalpeth (aluminum, steel, and polyethylene jacket). The steel is bonded (adhered) to the polyethylene jacket. This sheath resists buckling during installation better than regular stalpeth and allows e_ven less moisture to diffuse into the cable core. 
Capacitance: Average ac capacitance is 52 nF/mile of cable at 900 Hz or 1000 Hz at 60°F. Maximum average is 55 nF/mile. 
Conductor DC Resistance: Approximately 274 OHMS per loop mile at 68°F. 
Dielectric Strength: Capable of withstanding a dielectric test of not less than 3000 Vdc between conductors and 10,000 Vdc be­tween conductors and sheath. 
Attenuation: Approximately 1.61 dB/1000 feet at 96 kHz at 75°F. 
Initial use: Designed for buried or aerial use Inter City and Outstate Trunk (ICOT) • T-carrier systems. Can be used to feed pressure to apparatus cases. 

•Tradema.rk of Western Electric Co. 
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