
FEBRUARY 28, 1983 TYPE "MFMW-UM" MULTIPLE SHEATH CABLES SEE RATINGS 
BELOW 

Consist of MFMW cable with unsoldered mechanical protection. Corrugated steel applied longitudinally (not soldered), flooding 
compound, and a polyethlene jacket. 

Protects the sheath from mechanical damage and is used in areas where a light supplementary protection such as rodent protection is required. 
The low nominal capacitance of 60 nF/mile allows repeater spacings of approximately 8.0 kilofeet for Tl and 8.8 kilofeet for TIC carrier systems. 
Initial use: Designed for buried use in nonpressurized intercity and outstate trunk T-carrier systems. 

Code 

MFMW-54-UM 
MFMW-106-UM 
MFMW-158-UM 
MFMW-210-UM 
MFMW-314-UM 
MFMW-418-UM 
MFMW-616-UM 
MFMW-922- UM 

Service 
Pairs 

4 
6 
8 

10 
14 
18 
16 
22 

Outside 
Diameter 
(Inches) 

1.16 
1.49 
1.76 
2.02 
2.32 
2.62 
3.16 
3.73 

Cable Weiirht 
(Lbs. Per Ft.) 

0.68 
1.10 
1.44 
1.94 
2.59 
3.35 
4.69 
6.57 

Property of the Western Electric Company, Incorporated 
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A.T.&T.Co.Std. 
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Printed In U.S.A. 


