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Strips of unfinished holly, unless otherwise specified, intended to mount at the front of jack mountings, except the No. 4 and 7 which 
mount at the rear. 

Dimensions (Inches) 
Code No. "A" "B" "C" Jack Mountings used with Rating 

1 11-1/2 29/92 1/16 11, 12, 19, 14 Mfr.Disc. 
2 11-15/32 1/2 1/16 9, 10,16,92,93,94 · A. &M. Only 

3 9-5/32 1/ 2 1/16 f' 2, 3, 21, ••.••. 62, 63'l A.T.&T.Co.Std. 
76, 77, 84, 85, 114, 250A 

4 8-31/32 1/2 1/16 1, 2, 3, 21, 22, 34, 46, 62, " " 63, 75, 77, 84, 85, 114 
5 7-21/9 2 1/ 2 1/16 99,41,64,86 Mfr.Disc. 
6 10-15/32 3/4 1/12 4, 5, 37 A.&M.Only 
7 10-5/16 9/4 1/12 4,5,97 Mfr.Disc. 
8 10-15/32 1/2 1/16 6,7,35,45 A.T.&T.Co.Std. 
9 7-11/16 1/2 1/16 18, 19, 20, 83, 113 " " 

10 9-3/16 1/2 1/8 A. & M. Only (ML) 
11 11-23/32 7/16 1/16 A.T.&T.Co.Std, 
12 11-5/32 1/2 1/16 (*)108,109,110, 112 " " 

(a)13A 11.16 .50 .062 259A, 260A " " 
(*) Also used on No. 55B designation strip. 
(a) Strips of black insulating material having a backing of pressure-sensitive tape for mounting. 
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